LISHNEE

Commercial and Industry
All-in-One Cabinet

[_i] ALL-IN-ONE

= Large-scale C&l/
- Energy-consuming enterprises

g Single rack refined management to
improve safety level

CSO Easy to deliver and-economical
&> 10kVac interconnection,plug and play

@ Intelligent platform,one-stop solutions

System Type

ESS-ER417.0-LP71173207

DC parameters

Cell Type LFP-3.2V/314Ah
Configuration 1P416S
Rated Capacity 417kWh
C-rate 0.5P
Nominal Voltage 1331.2V

Voltage Range(Vdc)

1123.2-1497.6V

AC parameters

Rated Power(AC)

215kwW

Voltage Output(Vac)

690V

Rated Output

50Hz

AC output

Three-phase three-wire system

power factor >0.99
power factor range -1~1
System parameters
Cycle Life >7000cycles
Calendar Life 15 years
IP Rating IP55
Fire Suppression System Temperature + Smoke + Aerosol
Cooling Concept liquid cooling
Dimensions (W*D*H) 21450mm*1400mm*2700mm
Weight %43t
Certificates GB/T 36276

Tianjin Lishen Battery Joint-Stock Co., Ltd. S http://www.lishen.com.cn

Q@ Headquarter:No.38, Haitai South Road, Binhai Hi-Tech Industrial Development Area, Tianjin, China




LISNE'E

Commercial and Industry
All-in-One Cabinet

@ ALL-IN-ONE

|§) Small size,easy to deliver

Small-middle company/
Building/Super market

I Modular design,
&7 parallel'to expansion(max 20 sets)

D
m

Off-grid backup power supply

400Vac interconnection,plug and play

System Type | ESS-ER215.0-LP71173207 | ESS-ER232.0-LP71173207 ESS-ER261.0-LP71173207

DC parameters

Cell Type LFP-3.2V/280Ah LFP-3.2V/280Ah LFP-3.2V/314Ah
Configuration 1P240S 1P260S 1P260S
Rated Capacity 215kWh 232kWh 261kWh
C-rate 0.5P
Nominal Voltage 768V 832V 832V
Voltage Range(Vdc) 684-876V 702-949V 702-949V
AC parameters
Rated Power(AC) 100kW
Voltage Output(Vac) 380V
Rated Output 50Hz
AC output Three-phase three-wire system/three-phase four-wire system
power factor >0.99
power factor range -1~1
System parameters
Cycle Life 26000cycles | 26000cycles | >7000cycles
Calendar Life 15 years
IP Rating IP54 | IP54 | IP55
Fire Suppression System Temperature + Smoke + Aerosol
Cooling Concept liquid cooling
Dimensions (W*D*H) ~1300mm*1300mm*2100mm #1300mm*1300mm*2100mm ~1300mm*1400mm*2100mm
Weight ~2.8t ~2.9t ~2.9t
IEC62619. IEC60529.
IEC/EN62477-1
Certificates IEC/EN61000-6-2/4, IEC/EN62311- GB/T 36276 GB/T 36276
2020
GB/T 36276

Tianjin Lishen Battery Joint-Stock Co., Ltd.
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